
Courtesy of Steven Engineering, Inc. ● 230 Ryan Way, South San Francisco, CA 94080-6370 ● General Inquiries: (800) 670-4183 ● www.stevenengineering.com



Courtesy of Steven Engineering, Inc. ● 230 Ryan Way, South San Francisco, CA 94080-6370 ● General Inquiries: (800) 670-4183 ● www.stevenengineering.com



Standardised housing dimensions 

General housing features

Cable glands M20

Condensate drain / ventilation M20 

Terminals for EEX e 

Terminals for EEX ia

Internal wiring

Grounding bar

Tag label

Environmental

Approvals

TECHNICAL INFORMATIONS

280 x 170 x 100 mm

300 x 200 x 120 mm

380 x 380 x 160 mm

480 x 400 x 160 mm others available on request

SS316l, High-gloss polish

Mounting brackets

Door hinges

M10 grounding screws

DIN-rail mounted

mounting plate  380 x 380 x160 and larger

gland plate  380 x 380 x160 and larger

II2GD EEx e II available

Plastic

brass nickel plated

stainless steel

brass nickel plated for armoured cable 

stainless steel for armoured cable 

plastic

brass nickel plated

stainless steel

screw terminals grey

spring terminals grey

screw terminal with disconnect blue

spring terminal with disconnect blue

fieldbus cable type A , orange EEx e

fieldbus cable type A, blue EEx ia

isolated

non isolated

traffolyte 120 x 30 mm

stainless steel (SS304) 120 x 30 mm

operating temperature  -40 to +70°C

storage temperature  -40 to +80°C

Relative Humidity % RH ( non condensing ) 5 to 95%

IP rating IP 66 to EN 60529      Type 4 X

Impact resistance 7 Nm to EN 50014

ATEX in preparation

IEC in preparation
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Standardised housing dimensions 

General housing features

Cable glands M20

Condensate drain / ventilation M20 

Terminals for EEX e 

Terminals for EEX ia

Internal wiring

Grounding bar

Tag label

Environmental

Approvals

TECHNICAL INFORMATIONS

271 x 271 x 136 mm

544 x 271 x 136 mm

544 x 544 x 136 mm others available on request

Polyester (GRP)

Mounting brackets optional

M10 grounding screws

DIN-rail mounted

earth conduit plate

gland plate  544 x 271 x136 and larger

II 2GD EEx e II available

Plastic

brass nickel plated

stainless steel

brass nickel plated for armoured cable 

stainless steel for armoured cable 

plastic

brass nickel plated

stainless steel

screw terminals grey

spring terminals grey

screw terminal with disconnect blue

spring terminal with disconnect blue

fieldbus cable type A , orange EEx e

fieldbus cable type A, blue EEx ia

isolated

non isolated

traffolyte 120 x 30 mm

stainless steel (SS304) 120 x 30 mm

operating temperature  -40 to +70°C

storage temperature  -40 to +80°C

Relative Humidity % RH ( non condensing ) 5 to 95%

IP rating IP 66 to EN 60529      Type 4 X

Impact resistance 7 Nm to EN 50014

ATEX in preparation

IEC in preparation
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Standardised housing dimensions 

General housing features

Cable glands M16 / M20

Plug connection

Environmental

Approvals

TECHNICAL INFORMATIONS

217 x 114 x 84 mm

aluminium ALSI12 (CU) DIN 1725 (Si 1,2%), anodised

Mounting brackets

earthing point   

Plastic

brass nickel plated

stainless steel

brass nickel plated for armoured cable 

Plug connection M12 x 1; stainless steel

Plug connection M12 x 1; nickel plated brass

Plug connection 7/8“, stainless steel

operating temperature  -30 to +70°C cable glands plastic

operating temperature  -40 to +70°C cable glands metallic

operating temperature  -25 to +70°C M12 x 1 plug connection 

operating temperature  -40 to +70°C 7/8“ plug connection

storage temperature  -40 to +85°C

IP rating IP 66 to EN 60529 Type 4 X

Canada CSA CoC 1592754

USA FM CoC 3015728

China Nepsi GYJ 04270

Europe PTB ATEX PTB 02 ATEX 2086

PTB IECEx IECEx PTB 03.0003
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Standardised housing 

dimensionsv

General housing features

Cable glands M16, M20, M25

Condensate drain / 

ventilation M20

Terminals for EEX e 

Terminals for EEX ia

Internal wiring in cable duct

Grounding bar

Environmental

Approvals

TECHNICAL INFORMATIONS

1000 x 800 x 300mm

800 x 800 x 300mm

600 x 600 x 210mm others available on request

SS316l, High-gloss polish DIN-rail mounted  

Mounting brackets mounting plate  

Door hinges gland plate  

M10 grounding screws II2GD EEx e II available   

Plastic

brass nickel plated

stainless steel

brass nickel plated for armoured cable 

stainless steel for armoured cable 

plastic

brass nickel plated

stainless steel

screw terminals grey

spring terminals grey

screw terminal with disconnect blue

spring terminal with disconnect blue

terminals with disconnect blue

black EEx e

blue EEx ia

isolated

non isolated

operating temperature  -20 to +40°C FB Zone 1 T6

operating temperature  -20 to +55°C FB Zone 1 (T4)

operating temperature  -20 to +70°C LB Zone 2 

operating temperature  -20 to +60°C LB Zone 2 and EEx i loops 

storage temperature  -20 to +80°C

Relative Humidity % RH ( non condensing ) 5 to 95% <75%

IP rating IP 66 to EN 60529 Typ 4X

ATEX PTB 97 ATEX 1075 FB Remote Errichtung in 2 G

ATEX PTB 97 ATEX 1074U FB Module Errichtung in 2 G

ATEX PTB 03 ATEX 2042 LB Module Errichtung im sicheren Bereich

ATEX PTB 99 ATEX 2186 LB Module Errichtung in 3 GD
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Standardised housing 

dimensionsv

General housing features

Cable glands M16, M20, M25

Condensate drain / 

ventilation M20

Terminals for EEX e 

Terminals for EEX ia

Internal wiring in cable duct

Grounding bar

Environmental

Approvals

TECHNICAL INFORMATIONS

271 x 544 x 210mm 407 x 544 x 210mm 544 x 544 x 210mm

271 x 815 x 210mm 407 x 815 x 210mm 544 x 815 x 210mm

407 x 1088 x 210mm 544 x 1088 x 210mm

407 x 1359 x 210mm 544 x 1359 x 210mm

    others available on request

Polyester (GRP)

Mounting brackets   optional

M10 grounding screws

DIN-rail mounted

earth conduit plate   optional

II 2GD EEx e II available   

Plastic

brass nickel plated

stainless steel

brass nickel plated for armoured cable 

stainless steel for armoured cable 

plastic

brass nickel plated

stainless steel

screw terminals   grey

spring terminals   grey

screw terminal with disconnect  blue

spring terminal with disconnect  blue

terminals with disconnect  blue

black   EEx e

blue   EEx ia

isolated

non isolated

operating temperature   -20 to +40°C FB Zone 1 T6

operating temperature   -20 to +55°C FB Zone 1 (T4)

operating temperature   -20 to +70°C LB Zone 2 

operating temperature -20 to +60°C LB Zone 2 and EEx i loops 

storage temperature   -20 to +80°C

Relative Humidity % RH ( non condensing ) 5 to 95% <75%

IP rating   IP 66 to EN 60529 Typ 4X

ATEX PTB 97 ATEX 1075 FB Remote Errichtung in 2 G

ATEX PTB 97 ATEX 1074U FB Module Errichtung in 2 G

ATEX PTB 03 ATEX 2042 LB Module Errichtung im sicheren Bereich

ATEX PTB 99 ATEX 2186 LB Module Errichtung in 3 GD

Courtesy of Steven Engineering, Inc. ● 230 Ryan Way, South San Francisco, CA 94080-6370 ● General Inquiries: (800) 670-4183 ● www.stevenengineering.com



Type Div Group Equipment 90 Cu Ft (2.54 m³) 250 Cu Ft (7.08 m³)

  A-D General Purpose 3003-LPS-CI / 3003-WPSA-CI 3004-LPS-CI / 3004-WPSA-CI

Z 2  

  C&D General Purpose 3003-LPS-CI / 3003-WPS-CI 3004-LPS-CI / 3004-WPS-CI

X 1 A-D General Purpose 6000 Series 6000 Series

  A-D Div. 2 3003-LPS-CI / 3003-WPSA-CI 3004-LPS-CI / 3004-WPSA-CI

Y 1  

  C&D Div. 2 3003-LPS-CI / 3003-WPS-CI 3004-LPS-CI / 3004-WPS-CI

CLASS I APPLICATIONS

Note: Class II systems also available

Type Div Group Equipment 90 Cu Ft (2.54 m³) 250 Cu Ft (7.08 m³)

  IIC General Purpose  3003-LPS-CI 3004-LPS-CI

Ex[nP] 2  

  IIB+H2 General Purpose 3003-WPSA-CI  3004-WPSA-CI

Ex[p] 1 IIB+H2 General Purpose 6000 Series 6000 Series

ZONE APPLICATIONS

Courtesy of Steven Engineering, Inc. ● 230 Ryan Way, South San Francisco, CA 94080-6370 ● General Inquiries: (800) 670-4183 ● www.stevenengineering.com



Courtesy of Steven Engineering, Inc. ● 230 Ryan Way, South San Francisco, CA 94080-6370 ● General Inquiries: (800) 670-4183 ● www.stevenengineering.com



Courtesy of Steven Engineering, Inc. ● 230 Ryan Way, South San Francisco, CA 94080-6370 ● General Inquiries: (800) 670-4183 ● www.stevenengineering.com


